
 Leasing :

 Comment :

 Price :

 Appr. Repl. Cost. :

 FOB / Region :

Call for Quote

$ 0 *

$ 0

MIDWEST

 * Pricing is valid at the time of printing and subject to change at any time. 

BRAKES

2024

HYDRAULIC PRESS BRAKE (MANUAL)

 Date : 

 EXF # :

 Category : 

 Brand / Model :  

 Machine Type : 

 Year of Mfg. :

 Condition : 

 Elect / Voltage : 

 Special Note : 

04/19/2024 - 10:55 PM *

BQ-300011

Brand New w/Warranty

 
                                Please ask me

  
                                Dale Granger
                                800-374-5009  ext. 331
                                Intl.  +1 704-841-2001  ext. 331
                                Dale.Granger@exfactory.com

 Description :

CHICAGO DREIS & KRUMP "HBPU-
1012-6"

220/440 volts, 3 PH, 60HZ

• CHICAGO DREIS & KRUMP HBPU 1012-6 Hydraulic Powered Box & Pan Bending Brake. 

• Bending length: 120”.

• Capacity (mild steel): 12 Ga.**

• Capacity (stainless steel) : 16 Ga.**

** The bending capacity of the brake is achieved when using the angle bar
in the high position and forming a 1” minimum flange on capacity material.

• Minimum reverse bend: 1”. 



• Finger extension depth: 6”.

• Number and width of fingers (with nose bar):  6 – 3”, 10 – 4”, 10 – 5” and 2 – 6”.

• 5 HP.

• Removable Nose Bars. 

• Angle Bar.

• Bolted Bottom Bar. 

• 1” Insert Bar.

• Compact Hydraulic Power Unit. 

• Oil Level Sight Gauge.

Control Panel Features:  

• On/Off Key Selector Switch.                  .

• Motor Start Pushbutton.

• Bending Leaf Up/Down Pushbuttons.

• Emergency Stop P/B.



• Clamp/Unclamp Pushbuttons. 

• Automatic Cycle P/B.

• Electric Foot Switch – Clamps & Unclamps Top Leaf. Allows operator mobility when loading and 
unloading material.

• Bend Angle Dial Adjustment – Adjustable cam and scale that reads in degrees, actuates an electric limit 
switch for bend angle control and repeatability of bends.

• Material Thickness Dial Adjustment – Reference scale for speedier set up when adjusting clamping 
pressure.

• Back Gauge – 25 ½”  travel, rack & pinion type gauge with hand wheel adjustment on right side of 
machine. Inch/Cm. Scale.

• Inch Control – Bending leaf up/down pushbuttons allow complete operator control of the bending leaf 
motion.

• Automatic Cycle – Actuating the “Automatic Pushbutton”  clamps the top leaf, raises the bending leaf to 
the preset bend angle dial adjustment setting, lowers the bending leaf, unclamps the top leaf. 

• Shipping weight 8,700 Lbs.


