
 Leasing :

 Comment :

 Price :

 Appr. Repl. Cost. :

 FOB / Region :

Call for Quote

Thermoforming  press for 
solid surface bending & t

€ 0 *

€ 79,500

MIDWEST

 * Pricing is valid at the time of printing and subject to change at any time. 

PRESSES-MEM/VAC./EMBOSS

2024

THERMOFORMING VACUUM PRESS

 Date : 

 EXF # :

 Category : 

 Brand / Model :  

 Machine Type : 

 Year of Mfg. :

 Condition : 

 Elect / Voltage : 

 Special Note : 

04/25/2024 - 8:54 PM *

PM-300017

Brand New w/Warranty

 
                                Please ask me

  
                                Tony Cornacchione
                                800-374-5009  ext. 432
                                Intl.  +1 704-841-2001  ext. 432
                                TCorn@exfactory.com

 Description :

RIBEX "ROCO MAXI"

380/400 V, 50/60 Hz, 3 Ph.

• RIBEX ROCO MAXI THERMOFORMER. Vacuum Press and Hot Air Oven. Suitable Thermoforming, 
Bending and Sublimation.

• HEATING UNIT
Heating Power : 18 kW; Total Power: 20 kW; Heating chamber dimensions 3,800 mm x 1250 mm; max. 
working temperature 200° C; uniform heat distribution inside heating chamber by Patented RIBEX ROCO 
Hot Air Circulation System; 150 mm heat insulated walls; heat resistant wire oven grill. Perforated (CNC 
punched) metal vacuum bed for powerful and balanced air suction.

• VACUUM FORMING UNIT
Table surface dimensions 4,100 x 1,400 mm; multi hole durable metal table for balanced air suction; rotary 
vane 2 Hp (1.5 kW) German Vacuum Pump VT 4.40; vacuum pressure max 9t/m2 - displacement 40 m3/h; 
membrane frame with vacuum-sealed mounting; silicone membrane natural rubber. Digital Vacuum gage 
on control panel.



• INCLUDES:  Vacuum press frame with membrane.  2 mm. thick silicone sheet with 800% elongation  

• CONTROL UNIT  PLC and HMI Touch Screen (24 VDC) Smart Temperature Controller with probes to 
monitor material’s internal/surface temp.;  easy to operate with multilingual menu; digital heating time and 
vacuum time counters; alarm Page, Input/Output Pages, Buzzer with light; preset program menu for 
different workshops; Test, Manual or Automatic program running.

• Available Options: Perforated Stainless Steel Plate 1000 x 2000 mm by 2 mm for thermoplastics. Also 
metal plate for same application.

• Overall Dimensions 
W x L x H : 1,700 mm x 4,800 mm x 1,850 mm; Gross Weight : 1180 Kgs. 

• 1-Year Warranty (not including membrane & some electrical parts).


